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DOCUMENT CHANGE SUMMARY 

REV PAGE REMARKS DATE EDITOR 

1 New Document  03.01.2024 R. Lankala 
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Basic settings - Access firmware change mode 

                              CP3MBT      CP2MBTL 

                   

 

1) PC - device LAN cable connection 

2) To change RIO3 FW, turn off the product and turn it on while holding 

down the Reset switch. 

3) When the firmware change mode (IAP MODE) is normally entered, the 

MOD LED will blink RED. 

4) Run PIO Firmware Update tool.exe (Rev 1.0.0.4) 

 

Tool image         Rev check: File → About 
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Program Settings 

 
 
1) IAP web server IP Address. 192.168.100.10(default) 

 

2) IAP Web server Login ID. Hitachi(default) 

 

3) IAP Web server Login Password. Hitachi(default) 

 

4) Firmware File Selection Tab (File Type: bin) 

 

5) - Verify: Check PIO information after firmware update 

- Factory Reset: Must be checked!  

- Update: Start button 
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If you proceed with the update after setting normally, the above comment will 

appear. 

 

 
 

If it progresses to 100% and the “Firmware Update Done” comment is 

confirmed, the firmware update has been completed successfully. 
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The firmware will be applied, and you will be taken to the factory reset window. 

 

 

1) Product information will appear in the scanned device list for each Lan port. 

Please select the device you wish to update. 

 

2) When you select a product, the IP Address of the product will be confirmed. 

 

3) The factory reset button will be activated, and please proceed with factory    

reset.  
 
 

※ Caution ! 

- Scan may take some time due to boot time. 

 

- If the device is not listed in the scanned device list, enter the IP manually to 

  proceed. 

 

- If the IP address range of Unit is different than Ethernet adapter, you will not 

find the device. Follow the instructions below to proceed 
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1. Click the button “Exit without Factory Reset”.  

2. Change IP address of PC LAN adapter to same range as unit 

3. Open the PIO update tool 

4. Under Command tab select “Factory Reset” and factory reset window will 

open 

 

 
 

When you press the Factory Reset button, a warning window will appear. 
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Read the information carefully, select Yes to continue with Factory reset 

Please check whether the LED of the actual product are turned on/off 

sequentially. 

 

LED (Green/Red) 

MOD(G/R) -> NET(G/R) -> RUN(G/R) -> I/O(G/R) 

 

                  
 

Factory Reset has been completed. 

 

Now the device is reachable under default IP 192.168.100.100 


